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ASSEMBLY INSTRUCTIONS
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Start with bagic bounce and keep it low.
Lmdmkncmkecpmghackntmght,bodymct
and use your arms to maintain balamce.

Bounce back to basic bomnce posmon by
swinging arms up.

Land in a flat sitting position.
Place hands on mat besides hips.
Return 1o erect position by pushing with hends.

Start with fromt bounce position.

Land in prone (face down).

Position and keep hand and arms extended
forwerd on mat.

Push off the mat with arms to return to standing

position

Start with front bounce position.

Push off with left or right hang and arms
(depending on which way you wish to turn).
Maintain head and shoulders in the same

and keep back parallel to mat and head up.

Land in prone position by retun o standing
position by pushing up with hans and amms,

TO assemble this trampoline all you need is our special spring loading tool provide with this
product. During periods of non-use. This trampoline can be easily disassembled and stored.
Flease read the assembly instructions before beginning to assemble the product.

PRIOD TO ASSEMBLING

Please refer to page for part descriptions and numbers. The assembly steps nse these descriptions
and mumbers as reference for your convenience. Make sure that you have all parts listed. If you
are missing any parts, please refer to page for instruetions on how to attain any parts. To prevent
any injuries to your hands from pinch points during assembly, please nse gloves to protect your

hands.

PARTS LIST
Reference | py 1500 Description TXI0FT | 8X12FT
MNumber
STRAIGHT LEG .
U—Q Q_J Fail with leg sockets 2 2
CURVED LEG
2 @2@3 Rail with leg sockets 2 2
5 ﬂ WVertical legs Extension 8 8
4 Bottorn rail 4 4
5 Corner tube 4 4
6 Trampoline mat, 1 1
stitched with v rings
s
.‘\_: 68 o
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Galvanized springs

8 V/'

Spring loading tool

Trampoline safety pads

EEMEMEBEER TO USE GLOVES DURING ASSEMELY TO AVOID PATNING AND IT WILL

TAFE AT LEAST TWO PECFPLE TO ASSEMELE THE TRAWPOLINE

At

ol

M=

L0
e




ﬂ s ﬂ\ (2) Onto the Bottom rail (3) as shown
(2
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STEP3-Top Rail Assembly

A Two people will be necessary at this point to assemble

E E< the tampoline, Cne pergon lifts the Support Assembly

(D from step 1 to a standing (vertical) position and inserts one

ﬂ ﬂ of the sockets of the Top Rail with Sockets (1) into the

Vertical Leg Extension portion of the Support Assembly.

ﬂ//':'\\.ﬂ The other person holds the other end and inserts that

portion into the other Support Assembly as shown. You

shonld now have 2 support assemblics held together by 1
Top Rail with Socket.

STEP4-Trampoline Mat Assembly

‘When attaching springs to the trampoline mat, please be careful. You will need another person to
help you with this portion of the assembly. CAREFUL-When attaching the springs, the
connector points can become pinch points since the trampoline is tightening up.

STEP I Bxhend ool aud ik vp speiiig hiook with eyelee o 400l pill ihie handle of the ool i
direction shown until spring hook links up with the triangle angle.

Please be carefnl where yon place your hands and other parts of your bady during spring
assembly as connector points become pinch poinist
C. Select your spring quantity.
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